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Component identification

Date indication

Hour hand

Minute hand

Function hand
• Day of week
• Year (years since leap 

year: L.Y./+1/+2/+3)
• Alarm setting (ON/OFF)

Mode hand

24-hour hand

Second hand

Button B

Button A

Crown

• Actual appearance may differ from the illustration.
• The crown has two positions when pulling it out.
• Refer also to our web page for detail of usage of the 

scale and bezel on the watch.  
(http://www.citizenwatch-global.com/support/
pdf/enhanced/e.pdf)

Changing the mode
This watch features the four different modes as follows:

TME The normal time is indicated.

CAL

The calendar is indicated. The second hand points the month and the function 
hand points day of week.
• The function hand points the years since leap year (L.Y./+1/+2/+3) while pressing the 

upper right button B. Refer to Setting the calendar to see further information about the 
years since leap year.

ALM The alarm time is indicated.

L-TM Local time is indicated.
• Date indication and day of week are those of [TME] even in this mode.

1. Pull the crown out to position 1.
The second hand points to 30 seconds and stops.

2. Rotate the crown to change the mode.
• Turn the crown so that the mode hand will point to a marker of the mode 

indication securely.

3. Push the crown in to position 0 to finish the procedure.
Indication of the watch changes into that of the mode selected.

• It may take some time to change indication.

E870 Abbreviated instruction

• This watch is solar-powered. Expose the dial to light and use it sufficiently charged.
• To see details of charging time, specifications and operations, refer to the instruction manual:   E870 instruction manual

English

Setting the time
Adjust the time of the mode [TME].
• The time of [L-TM] is automatically adjusted following the setting of time 

difference from the time of [TME].

1. Change the mode to [TME] and pull the crown out to position 
2.
The second hand points to 0 second.

2. Rotate the crown to set the time.
• The hour, minute and 24-hour hands move synchronously.
• Check whether the time set is AM or PM with the 24-hour hand.
• When you rotate the crown quickly, the hand will move continuously. To 

stop the rapid movement, rotate the crown in either direction.

3. Push the crown in to position 0 in accordance with a reliable 
time source.

Setting the calendar
Adjust the calendar of the mode [TME].

1. Change the mode to [CAL] and pull the crown out to position 2.
The second hand points the month and the function hand points the years 
since leap year.

2. Press and release the upper right button B repeatedly to 
change the hand/indication to be corrected.

• Each time you press button B, the target changes as follows:
• Year → month → date → day of week → (Back to the top)

3. Rotate the crown to adjust the hand/indication.
• For year, set the years since leap year referring to the table below.

Year Indication of the 
function hand

Years since leap 
year

2016 2020 2024 2028 L. Y. 0(Leap year)

2017 2021 2025 2029 +1 1

2018 2022 2026 2030 +2 2

2019 2023 2027 2031 +3 3

• Date indication changes to the next as the function hand rotates 4 times.

4. Repeat steps 2 and 3.
5. Push the crown in to position 0 to finish the procedure.

Setting the local time
You can set time difference from the time of [TME] in 1-hour increments to 
indicate the local time.
• The time difference is adjustable within a range of ±23 hours from the time of 

[TME].

1. Change the mode to [L-TM] and pull the crown out to position 
2.
Local time is indicated.

2. Rotate the crown to adjust the hour hand.
• The hour hand moves in 1-hour increments and the 24-hour hand  moves 

synchronously with it.
• When you rotate the crown quickly, the hand will move continuously. To 

stop the rapid movement, rotate the crown in either direction.

3. Push the crown in to position 0 to finish the procedure.

Crown's position

0 1 2

CITIZEN WATCH CO., LTD.

• This watch is light-powered. Be sure your watch is fully charged before use.
• For complete instructions for setting, use, charging time and specifications, refer to the full instruction manual: 8723/8725/8729 Click Here 

• Illustrations for reference only. Actual appearance of your watch 
may differ from the illustrations above.

Model with date/24-hour indicator
Equipped with a date hand at the 12 o’clock position, and a 24-hour 
hand at the 6 o’clock position.

Model with date/day indicator
Equipped with a date hand at the 3 o’clock position, and a day hand 
at the 9 o’clock position.

Model with date/day/24-hour indicator
Equipped with a date hand at the 3 o’clock position, a 24-hour hand 
at the 6 o’clock position, and a day hand at the 9 o’clock position.
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Movement number: 
8729

8723/8725/8729 Abbreviated instruction ENGLISH

1 Hour hand
2 Minute hand
3 Second hand
4 Crown
5 Day hand
6 Date hand
7 24-hour hand

Component identification

0 1 2

Crown’s positions

Adjusting the date
Adjust the date indication on the first days of March, May, July, 
October and December.
• When the time on the watch is between 21:00 and 0:00, do not 

execute the adjustment. Otherwise the date indication may change 
improperly.

1 Pull the crown out to position .
2 Rotate the crown counterclockwise to adjust the date.
3 Push the crown in to position  to finish the procedure.

Adjusting the time 
1 Pull the crown out to position  when the second hand 

points to 12:00 (0 second).
All the hands stop.

2 Rotate the crown to adjust the day. (only for models 
with a day indicator)
• As the day hand moves in conjunction with the hour/minute 

hand, adjust the day first and then adjust the time.
• The day hand can only be moved by rotating the clown 

clockwise. You cannot adjust the day hand independently.

3 Rotate the crown to adjust the time.
• Pay attention the date hand to ensure AM or PM time is set 

properly. 
• For models with a 24-hour indicator, check the 24-hour hand to 

ensure AM or PM time is set properly.

4 Push the crown in to position  in accordance with a 
reliable time source to finish the procedure.
• The date indicator begins to change at about 22:30 and has 

finished changing by about 0:00.
• The day indicator begins to change at about from 0:00 and has 

finished changing by about 5:00 (only for models with a day 
indicator).

• Both hands can only be moved by rotating the crown clockwise.

E870 무브먼트 퀵 매뉴얼

※ 이 시계는 태양광으로 작동합니다. 다이얼을 햇빛에 노출시키고 충분히 충전된 것을 확인 후 사용하시기 바랍니다. 

구성 설명

캘린더 설정

-  [TME] 모드의 달력을 설정하십시오.

1.  [CAL] 모드로 변경 후 크라운을  2  단으로 잡아당겨 주시기 바랍니다.

 -  초침은 월을 가리키며, 기능 표시 바늘은 윤년 이후의 연도를 가리킵니다.

2.  오른쪽 상단의 B 버튼을 반복적으로 누르면 바늘/표시가 수정됩니다.

 - B 버튼을 누를 때마다 타깃이 다음과 같이 변경됩니다.

    년도 → 월 → 날짜 → 요일 → (처음으로)

3.   바늘/표시를 조정하기 위해 크라운을 돌려줍니다.

 -  연도의 경우 윤년 이후의 연도를 아래 표를 참고하여 설정하시기 바랍니다.    

연도 기능 표시 바늘 표시 윤년 이후의 연도

2016  2020  2024  2028 L.Y 0(Leap year)

2017  2021   2025  2029 +1 1
2018  2022  2026  2030 +2 2
2019  2023  2027  2031 +3 3

 -  기능 표시 바늘이 4회 회전하면 날짜 표시가 다음으로 넘어갑니다.

4. 2번과 3번 과정을 반복하시기 바랍니다.

5. 크라운을 눌러 0  그림처럼 위치한 후 조정을 끝내 주시기 바랍니다.

모드 변경

- 이 시계는 다음과 같이 4가지의 모드를 제공합니다.

TME
달력이 표시됩니다. 초침은 월을 가리키며 기능 표시 바늘은 

요일을 가리킵니다.

CAL
오른쪽 상단의 B버튼을 눌렀을 경우, 기능 표시 바늘은 윤년 

이후의 연도를 나타냅니다. 윤년 이후의 연도에 대한 자세한 

정보는 캘린더 설정을 참조하시기 바랍니다.

ALM 알람 시간이 표시됩니다.

L-TM 현지 시간이 표시됩니다. 

※ 날짜 및 요일 표시는 TME 의 표시와 동일합니다.

1.  크라운을 1  단으로 잡아 당겨 주시기 바랍니다.

 -  초침은 30초를 가리키며 멈춥니다.

2.  크라운을 돌려 모드를 변경합니다.

 -  크라운을 돌려 모드 표시 바늘이 모드를 안전하게 표시하도록 합니다.

3.  크라운을 눌러 0  그림처럼 위치한 후 조정을 끝내시기 바랍니다. 

 -  선택한 모드의 표시로 변경됩니다.

 -  표시를 변경하는데 약간의 시간이 소요될 수 있습니다.

현지 시간 설정

-  [TME] 시간과 1시간 단위로 시간차를 설정하여 현지 시간을 표시할 수  

있습니다.

-  시간차는 [TME] 시간에서 23시간 범위 내에서 조정이 가능합니다.

1.  [L-TM]모드로 변경 후 크라운을  2  단으로 잡아 당겨 주시기  

바랍니다.

 -  현지 시간이 표시됩니다.

2. 시침을 조정하기 위해서 크라운을 돌려줍니다.

 -  시침은 1시간 단위로 움직이며 24시 바늘은 동기화되어 움직입니다.

 -  크라운을 빠르게 돌릴 시에, 바늘은 계속 움직입니다. 빠른 이동을 멈

추기 위해서는 크라운을 아무 방향으로 돌려 주시기 바랍니다.

3.  크라운을 눌러 0  그림처럼 위치한 후 조정을 끝내십시오.          

시간 설정

※  참조용 그림입니다.  
그림과 실제 시계 모양과 다를 수 있습니다.       

※  크라운은 두 단계로 조정 가능합니다.

※  시계의 눈금자 및 베젤의 사용법에 대한 자세한 
내용은 웹 페이지를 참조 하시기 바랍니다.

- [TME] 모드의 시간을 설정하십시오.

-  [L-TM] 시간은 [TME] 시간의 시간차 설정에 따라 자동으로 설정됩니다.

1.   [TME] 모드로 변경 후 크라운을 2  단으로 잡아 당겨 주시기 바랍니다.

 - 초침은 0초를 가리킵니다.

2. 크라운을 돌려 시간을 설정하시기 바랍니다.

 - 시침, 분침, 24시 표시 바늘은 동기화되어 움직입니다.

 -  24시 표시 바늘이 AM이나 PM으로 설정되어 있는지 확인하시기 바랍니다.

 -  크라운을 빠르게 돌릴 시에, 바늘은 계속 움직입니다. 빠른 이동을 멈

추기 위해서는 크라운을 아무 방향으로 돌려주시기 바랍니다.      

3.  정확한 시간이 조정되었으면 크라운을 0  위치로 놓아주시기  

바랍니다.

 분침

시침

24시 바늘

초침

A 버튼 

B 버튼 

크라운

날짜 표시기

모드 표시 바늘
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Component identification

Date indication

Hour hand

Minute hand

Function hand
• Day of week
• Year (years since leap 

year: L.Y./+1/+2/+3)
• Alarm setting (ON/OFF)

Mode hand

24-hour hand

Second hand

Button B

Button A

Crown

• Actual appearance may differ from the illustration.
• The crown has two positions when pulling it out.
• Refer also to our web page for detail of usage of the 

scale and bezel on the watch.  
(http://www.citizenwatch-global.com/support/
pdf/enhanced/e.pdf)

Changing the mode
This watch features the four different modes as follows:

TME The normal time is indicated.

CAL

The calendar is indicated. The second hand points the month and the function 
hand points day of week.
• The function hand points the years since leap year (L.Y./+1/+2/+3) while pressing the 

upper right button B. Refer to Setting the calendar to see further information about the 
years since leap year.

ALM The alarm time is indicated.

L-TM Local time is indicated.
• Date indication and day of week are those of [TME] even in this mode.

1. Pull the crown out to position 1.
The second hand points to 30 seconds and stops.

2. Rotate the crown to change the mode.
• Turn the crown so that the mode hand will point to a marker of the mode 

indication securely.

3. Push the crown in to position 0 to finish the procedure.
Indication of the watch changes into that of the mode selected.

• It may take some time to change indication.

E870 Abbreviated instruction

• This watch is solar-powered. Expose the dial to light and use it sufficiently charged.
• To see details of charging time, specifications and operations, refer to the instruction manual:   E870 instruction manual

English

Setting the time
Adjust the time of the mode [TME].
• The time of [L-TM] is automatically adjusted following the setting of time 

difference from the time of [TME].

1. Change the mode to [TME] and pull the crown out to position 
2.
The second hand points to 0 second.

2. Rotate the crown to set the time.
• The hour, minute and 24-hour hands move synchronously.
• Check whether the time set is AM or PM with the 24-hour hand.
• When you rotate the crown quickly, the hand will move continuously. To 

stop the rapid movement, rotate the crown in either direction.

3. Push the crown in to position 0 in accordance with a reliable 
time source.

Setting the calendar
Adjust the calendar of the mode [TME].

1. Change the mode to [CAL] and pull the crown out to position 2.
The second hand points the month and the function hand points the years 
since leap year.

2. Press and release the upper right button B repeatedly to 
change the hand/indication to be corrected.

• Each time you press button B, the target changes as follows:
• Year → month → date → day of week → (Back to the top)

3. Rotate the crown to adjust the hand/indication.
• For year, set the years since leap year referring to the table below.

Year Indication of the 
function hand

Years since leap 
year

2016 2020 2024 2028 L. Y. 0(Leap year)

2017 2021 2025 2029 +1 1

2018 2022 2026 2030 +2 2

2019 2023 2027 2031 +3 3

• Date indication changes to the next as the function hand rotates 4 times.

4. Repeat steps 2 and 3.
5. Push the crown in to position 0 to finish the procedure.

Setting the local time
You can set time difference from the time of [TME] in 1-hour increments to 
indicate the local time.
• The time difference is adjustable within a range of ±23 hours from the time of 

[TME].

1. Change the mode to [L-TM] and pull the crown out to position 
2.
Local time is indicated.

2. Rotate the crown to adjust the hour hand.
• The hour hand moves in 1-hour increments and the 24-hour hand  moves 

synchronously with it.
• When you rotate the crown quickly, the hand will move continuously. To 

stop the rapid movement, rotate the crown in either direction.

3. Push the crown in to position 0 to finish the procedure.

Crown's position

0 1 2

크라운의 위치
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기능 표시 바늘

요일

년도 (윤년 이후 연도) :  

(윤년/+1/+2/+3)

알람 설정 (온/오프)


